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IECEx, ATEX & UL certified purge and pressurization systems for Zone 2, Class I Div 2 applications 

Features

	Global approvals
	Purge flow capacity up to 900 Nl/min
	Leakage Compensation or Continuous Flow
	Stainless steel enclosure construction









Mini Purge Product Selector

Use our product selector tool to find the correct product for your application.


Get Started














Got a question?

For more information contact your local partner to speak to one of our purge and pressurization experts or contact us.
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Description

Expo’s Minipurge type Z range provides a full purge and pressurization solution for electrical enclosures and other equipment installed in Zone 2 or Class I Div 2 hazardous environments. Physically the same, Y purge systems are for use in Zone 1 / Class I Div 1 hazardous environments where the equipment to be protected already carries Zone 2 or Class I Div 2 certification. 

With a range of flow capacities up to 900 Nl/min, the systems are suitable for large enclosures up to 5.4m3 volume. Expo also supply customised purge systems to suit higher flow rates. Y and Z purges are manually operated, with the user responsible for ensuring that the purge is carried out for the specified time. 
  
Two configurations are available – Leakage Compensation (LC) and Continuous Flow (CF).

The system comprises: 

	
Control Unit (CU) – The CU contains the pneumatic logic to monitor and control air flow and pressure, and provides the system outputs. 


	
Relief Valve (RLV) – For systems with the LC configuration, the RLV measures purge flow at the outlet and provides over-pressure protection for the enclosure. For CF systems, the RLV provides over-pressure protection only 


	
Spark Arrestor Unit (SAU) – For CF systems only, the SAU provides an outlet for the continuous flow of purge gas and provides flow measurement. 









Specifications


Air Inlet 

Instrument quality air, 4-8 barg 






Purge flow rate 

Size 1 – up to 225 NI/min 

Size 2 - up to 450 NI/min 

Size 3 – up to 900 Nl/min 






Purge mode 

Leakage compensation (LC) or Continuous Flow (CF) options 






Purge timer 

Manually controlled 






Signal Outputs 

Low pressure alarm
Options: IS outputs, pneumatic outputs 






Certifications 

IECEx, ATEX, INMETRO, EAC, FM, cULus, PESO, JPEx 





* Not all certifications apply to all system variants. Check the specific Operating & Maintenance Manual for details. 




Downloads




Brochure [PDF]
Purge & Pressurization Systems – Simple solutions to complex problems




Data sheet [PDF]
MiniPurge Type Z(Y) - CF




Data sheet [PDF]
MiniPurge Type Z(Y) - LC




Whitepaper [PDF]
Purge and Pressurization - Advantages, Methods and Guidelines




Application Note [PDF]
Series Purging of Enclosures







Certificates




Hazardous Area Certificate [PDF]
ATEX MiniPurge Certificate




Hazardous Area Certificate [PDF]
China CCC certification for Expo's MiniPurge Range




Hazardous Area Certificate [PDF]
China CCC certification for Expo's MIU/e terminal boxes




Hazardous Area Certificate [PDF]
EAC MiniPurge Certificate (EN)




Hazardous Area Certificate [PDF]
EAC MiniPurge Certificate (RU)




Hazardous Area Certificate [PDF]
FM MiniPurge Certificate




Hazardous Area Certificate [PDF]
FM Canada MiniPurge Certificate




Hazardous Area Certificate [PDF]
IECEx MiniPurge Certificate




Hazardous Area Certificate [PDF]
INMETRO (TuV) MiniPurge Certificate




Certificate [PDF]
KCS MiniPurge Certificate 1Z




Hazardous Area Certificate [PDF]
PESO MiniPurge Certificate




Hazardous Area Certificate [PDF]
UL MiniPurge Certificate




Hazardous Area Certificate [PDF]
UL Canada MiniPurge Certificate




Hazardous Area Certificate [PDF]
UKCA MiniPurge Certificate







Manuals




Manual [PDF]
MiniPurge Type Z(Y) – LC Size 1, 2 & 3 (ML447)




Manual [PDF]
MiniPurge Type Z(Y) - CF Size 1 & 2 (ML432)







3D Models


Download
Download
 

3D Drawing [STEP]
3D Drawing - 07 1ZCF-BP-IS

 

3D Drawing [STEP]
3D Drawing - 07 1ZLC-PM-IS
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Contact us

For more information contact your local partner or contact your local Expo office
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Expo Technologies UK
Unit 2, The Summit, Hanworth Road,
Sunbury on Thames, UK TW16 5DB
T: +44 (0) 20 8398 8011 

 







Expo Technologies USA
9140 Ravenna Road, Unit #3,
Twinsburg, OH 44087, USA
T: +1 (440) 247-5314







Expo Technologies China
617 Shilin Er Lu, Jimo District, Qingdao,
Shandong Province, 266200 China
T: +86 532 8906 9858
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